
Standard Adhesive/High Pro Adhesive available:
020/030 Adhesive Backed Magnet

Item number Size Gross weight

MH202450A 48 lbs

MH204050A 78 lbs
MH204850A 92 lbs

20mil Magnet Roll (Total Thickness 20mill, Magnet Strength ≥59 lbs/ft2):

Item number Size Gross weight

MH302450A 0.030”x24.375” x 50 ft

0.030”x40” x 50 ft

67 lbs

MH304050A 114 lbs
0.030”x48” x 50 ftMH304850A 131 lbs

0.030”x24.375” x 50 ftMH304850AW (Hi-Pro) 67 lbs

30mil Magnet Roll (Total Thickness 30mill, Magnet Strength ≥84 lbs/ft2):

0.020”x24.375” x 50 ft

0.020”x40” x 50 ft
0.020”x48” x 50 ft

MH204850AW (Hi-Pro) 48 lbs0.020”x24.375” x 50 ft
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APPLICATION AND STORAGE CONDITIONS:
Working condition: temperature 59°F to 86°F, and relative humidity 30% to 60%.  
Storage condition: closed preserve avoiding sunlight, in temperature 50°F to 95°F, relative humidity 20% to 70%
Shelf life:  

Features:
Standard adhesive is good for mounting substrates. 
HiPro adhesive is good for setting up magnetic wall. 
Material on 3” core 

APPLICATION:
Print and then Laminate your vinyl printout to our adhesive Magnet, then Die-cut  to use for Car sign magnets, and 

refrigerater magnets.

PRINT LAMINATE DIE-CUT FRIDG MAGNETS MENU BOARDS CAR SIGN
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